
PER PLANS (TYP)

(TYP)

(TYP)
2" PVC CONDUITC

LR
18

" M
IN

JUNCTION BOX TYPE

CONDUIT PER PLANS

FACE OF CURB

S
ID

E
W

A
LK

FACE OF CURB

P
LA

N
TE

R
 S

TR
IP

S
ID

E
W

A
LK

C
LR

18
" M

IN

C
LR

3'
 M

IN

2.

1.

AND SIDEWALK.
1/2" EXPANSION JOINT WILL BE PLACED BETWEEN FOUNDATION

AND BE FINISHED IN THE SAME MANNER AS SIDEWALK.
OF FOUNDATION WILL BE FLUSH WITH FINISHED SIDEWALK
IF POLE FOUNDATION FALLS WITHIN SIDEWALK AREA, TOP

NOTES:

1/2" EXPANSION JOINT
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CONDITION 1 CONDITION 2

CONDITION 3

NOTES:

CONDITION 1 & 2 ARE NORMAL INSTALLATION OPTIONS DEPENDING ON
STREET DESIGN.

CONDITION 3 INSTALLATION IS ALLOWED WITH APPROVAL OF CITY 
ENGINEER WHERE EXISTING R/W OR PHYSICAL CONDITIONS WARRANT THIS
TYPE INSTALLATION.
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FOUNDATION (TYP)
SEE STD DWG 8-8


